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 Sauter Components 

 PDS 51.024 

ASM 104L 114L LON SUT

LON

LON
SUT

1.2 m 5  0.50 mm2 6  0.50 mm2

Y10137

M

BUS

[Nm]  [Nm] 

90°

[s] [kg]
ASM 104L F132 5 5 30/60/120 24 V~ 0.9
ASM 114L F132 10 10 60/120 24 V~ 0.9

  24 V~ 20% 50...60 Hz –20...+55 °C 
 30 s 60 s 120 s < 95 %rh 

5 VA 7 VA 5 VA 
 0.5 VA 0.5 VA 0.5 VA

 ( )
IP 54  EN 
60529

 III  EN 60730 
 90°  < 30 dB(A) 
 Ø 8...16 mm  200 ms 

 6.5...12.7 mm   
 ( )  300 HV A10141

M10149
MV 505863 
MD 51.024

LON

   24 V~ 20% 50...60 Hz  –10...+55 °C 
 2 VA  < 95 %rh 

   
 IP 54 EN 60529 

 LONMARK  8110  III  IEC 730-1 
    
LON A10141

 FTT-10 M10149
MV 505863 

/  0...10 V 
 0...10 V   

 Ni1000, –50...150 °C 
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 PDS 51.020 

ASM 104 114

1.2 m 3  0.75 mm2

Y07551

M

[Nm] [Nm]

90°

[s] kg

ASM 104 F020 2 5 5 120 230 V~ 0.7 
ASM 104 F022 2 5 5 120 24 V~ 0.7 
ASM 104 F100 3 5 5    30 230 V~ 0.7 
ASM 104 F120 3 5 5 120 230 V~ 0.7 
ASM 104 F122 3 5 5 120 24 V~ 0.7 
ASM 114 F020 2 10 10 120 230 V~ 0.7 
ASM 114 F022 2 10 10 120 24 V~ 0.7 
ASM 114 F120 3 10 10 120 230 V~ 0.7 
ASM 114 F122 3 10 10 120 24 V~ 0.7 

 230 V~ 15%, 50...60 Hz –20...55 °C
   24 V~ 20%, 50...60 Hz 5...95 %rh

 230 V~ 1.6 VA ( ) IP 54 EN 60529
   24 V~ 1.5 VA   24 V III EN 60730

 230 V~ 1.6 VA 230 V II  EN 60730
   24 V~ 1.5 VA < 30 dB(A)

 90° 1) 100 ms 
 Ø 8...16 mm                2 A10210

6.5...12.7 mm 3 A09713
300 HV M09736

MV 505789
MD 51.020

0361977 002 MH32 / MH42 MV 505840
0372145 001* 2) MV 505795
0372145 002* 2) MV 505795
0372286 001*3) 130 MV 505795
0372286 002*3)  1000 MV 505795
0372286 003*3)  5000 MV 505795
0372300 001  (230 mm) 
0372301 001 15 mm 10
*)

1) 95° ( )
2) 0...90° 5 (2) A 24...230 V 
3) 
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 Sauter Components 

 PDS 51.021 

ASM 104S  114S Sauter SUT

0...10 V

SUT

( )
1.2 m 5  0.50 mm2

Y07552

M

100 %

 0 V    Output signal y        10 V

B07650

0 %

Direction 

of operation 2

Dire
cti

on

of 
op

era
tio

n 1

[Nm] [Nm]

90°

[s] kg
ASM 104S F132 5 1) 5 30/60/120 24 V~ 0.7
ASM 114S F132 10 10 60/120 24 V~ 0.7

2)

y 0...10 V Ri > 100 k U0 0 10 V
yo 0...10 V  >10 k U 10 V

Xsh 200 mV

   24 V~ 20% 50...60 Hz –20...55 °C
  24 V= 3) 20% < 95 %rh

           30 s 60 s 120 s
 5 VA 7 VA 5 VA ( ) IP 54 EN 60529 
 0.5 VA 0.5 VA 0.5 VA III EN 60730 

< 30 dB(A)
 90° 4) 2) 200 ms
 Ø 8...16 mm;  A09681

6.5...12.7 mm M09736
( )  300 HV MV 505789

MD 51.021

0313529 001* MV 505671
0361977 002 MH32 / MH42 MV 505840
0372145 001* 5) MV 505795
0372145 002* 2) MV 505795
0372286 001*6)  130 MV 505795
0372286 002*6)  1000 MV 505795
0372286 003*6)  5000 MV 505795
0372300 001  (230 mm)  
0372301 001 15 mm 10
*)

1) 4 Nm 30
2) 2 3
3) 24 V= 0...10 V 
4) 95° ( )
5) 0...90°; 5 (2) A 24...230 V
6) 



51.04

Sauter Components 

Printed in Switzerland 
Right of amendment reserved 
N.B.: A comma between cardinal 
numbers denotes a decimal point 
© Fr. Sauter AG, CH-4016 Basle 
7 081005003  R9 

 PDS 51.025 

ASM 124

( )

1 m 3  0.75 mm2

M5

Y07551

M

[Nm] [Nm]

90° 1)

[s] [kg]
ASM 124 F120 18 18 120 230 V~ 1.2 
ASM 124 F122 18 18 120 24 V~ 1.2 

 230 V~ 15%, 50...60 Hz  –20...55 °C 
   24 V~ 20%, 50...60 Hz  < 95 %rh 

   
 230 V~ 5.5 VA  IP 54 EN 60529

   24 V~ 5.0    24 V III  EN 60730 
 230 V~ 2.5 VA   230 V II  EN 60730 

   24 V~ 1.5  < 30 dB(A) 
 90° 1)  200 ms 
 Ø 10...20 mm 

10...20 mm 2  24V A10210
( )  300 HV                          2 230V A10402

                           3 A09713
M05671

 ASM 124 MV 505792
MD 51.025

0361977 001 MH32 / MH42 MV 505477
0370059 000* d=8-18 mm 
0370990 001* 2) MV 505446
0370990 002* 2) MV 505446
0370992 001* 2000 1 W MV 505446
0370992 002* 130 1 W MV 505446
0372200 001 MV 505676
0372201 001 MV 505676
0372202 001 MV 505676
0372203 001 0370990 MV 505676
0372204 001 0370059 MV 505676
*)

1) 95° ( )
2) 0...90° 5 (2) A 24...230 V  
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 Sauter Components 

PDS 51.022

ASM 134: 

( )

1 m 3  0.75 mm2

M5

Y07551

M

[Nm] [Nm]

90° 1)

[s] [kg]
ASM 134 F130 30 30 120/240 230 V~ 1.2

 230 V~ 15%, 50...60 Hz  –20...55 °C 
   24 V~ 20%, 50...60 Hz  < 95 %rh 

   
 230 V~ 5.5 VA  IP 54 EN 60529 

   24 V~ 5.0    24 V III  EN 60730 
 230 V~ 2.5 VA   230 V II  EN 60730 

   24 V~ 1.5  < 30 dB(A) 
 90° 1)  200 ms 
 Ø 10...20 mm   

10...20 mm A05669
( )  300 HV M05671

 ASM 124 MV 505792
MD 51.025

    
    

0361977 001 MH32 / MH42 MV 505477
0370059 000* d=8-18 mm 
0370990 001* 2) MV 505446
0370990 002* 2) MV 505446
0370992 001* 2000 1 W MV 505446
0370992 002* 130 1 W MV 505446
0372200 001 MV 505676
0372201 001 MV 505676
0372202 001 MV 505676
0372203 001 0370990 MV 505676
0372204 001 0370059 MV 505676
*)

1) 95° ( )
2) 0...90° 5 (2) A 24...230 V  
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 PDS 51.023 

ASM 124S 134S Sauter SUT

0...10 V
SUT

( )
1.2 m 5  0.75 mm2

M5

Y07552

M

100 %

 0 V    Output signal y        10 V

B07650

0 %

Direction
of operation 2

Dire
cti

on

of 
op

era
tio

n 1

[Nm] [Nm]

90° 1)

[s] [kg]
ASM 124S F132 15 15 60, 120 24 V~ 1.2 
ASM 134S F132 30 30 120, 240 24 V~ 1.2 

1) U0 0 10 V 
 0...10 V Ri > 100 k U 10 V 

 0...10 V  >10 k  Xsh 200 mV 

 24 V 20% 50...60 Hz  –20...55 °C 
 24 V = 2)  20%  < 95 %rh 
   

 IP 54 EN 60529
5 VA  III EN 60730 
1.5 VA  < 30 dB(A) 

 200 ms 
 90° 3)   
 Ø 12...20 mm;  A09681

 10...16 mm M05671
 ( ) 300 HV  ASM 124S MV 505792

    ASM 134S MV 505771
MD 51.023

0313529 001* 0...10 V
0361977 001 MH32 / MH42 MV 505477
0370059 000* d=8-18 mm 
0370990 001* 4) MV 505446
0370990 002* 4) MV 505446
0370992 001* 2000 1 W MV 505446
0370992 002* 130 1 W MV 505446
0372200 001 MV 505676
0372201 001 MV 505676
0372202 001 MV 505676
0372203 001 0370990; MV 505676
0372204 001 0370059 MV 505676
*)

1) 2 3
2) 24 V = 0...10 V 
3) 95° ( )
4) 0...90°; 5 (2) A 24...230 V  


